TO MATCH MAX. WSE

ARE VISIBLE AT EDGE OF OPENING AND
DIRECTLY OVER THE STEPS.

LOCKING RING AND COVER PER
STANDARD, SEE NOTE 2

CROWN_OF INLET PIPES /24" ACCESS MANHOLE W/ BOLT /OFFSET FRAME_SO THAT TEE AND GATES

= 58¥ER1 (I;’ER - =31 FLOW RESTRICTOR, PER STANDARDS.
ELEVATION L e i IE /SHEAR GATE
= : . PER STANDARDS
VIEW - - s /]
| = f 1 M VERTICAL RISER SECTION SHALL
% - ] I g BE ALIGNED PLUMB VERTICALLY.
< : ] 100 YEAR DESIGN [ A HORIZONTAL SECTION SHALL
= 1 H STORM W.S. el MATCH OUTLET PIPE SLOPE.
« 4 MIN.[] WATER QUALITY | —= FLOW ¢
] DESIGN WS. || . MAINTENANCE DRAIN W/ SHEAR
<11 O LOWER BAFFLE [ |1 1] GATE PER STANDARDS
- ] WALL SEE ]
] NOTE 1 L
1 fs=0.00s— HI |\ §
"..‘" a4 . ER Y. A o« .0 B : - \_GRAVITY DRAIN (IF GRADE
2 — 8"x8” OPENINGS, v - ALLOWS) SEE NOTES 6 & 7.
FLUSH WITH VAULT BOTTOM. 1[4 H k
] 4
AL SAND COLLAR OR
= l"" S KOR—N=SEAL BOOT
-
= rUPPER BAFFLE/ENERGY DISSIPATOR (TYPICAL)
T N TR
. —r I i | |—=—OUTLET Y
PLAN VIEW ' Z_—/‘ADDERI | | A-LADDER ! : GRAVITY DRAINY
4 RUNGS |1 RUNGS ! :
«| FLOOR t| BOTH L———,1
AT LEAST ONE Access—| | g FPEL SIDES / :
._ - SAND COLLAR OR
Ao LOCATED, _\\ 10 MIN. vl %AEEA KOR—N—SEAL BOOT
AND UPPER BAFFLE. X T R 54" DIA) |, (TYPICAL)
 INLET |§ ) b _1

2 — 8"x8" OPENINGS s BAFFLE WALL
FLUSH WITH VAULT BOTTOM.

NOTES:
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13.
14.

LOWER BAFFLE WALL TO DIVIDE VAULT INTO TWO APPROXIMATELY EQUAL SIZE CELLS. UPPER BAFFLE SET AT 25%
OF VAULT SURFACE AREA (10" MINIMUM FROM HEADWALL.)

MINIMUM ONE ACCESS MANHOLE PER CELL WITH AT LEAST ONE ACCESS PER 50’ VAULT LENGTH OR WIDTH.

PROVIDE WATER STOP AT ALL CAST—IN—PLACE CONSTRUCTION JOINTS. PRE—CAST VAULTS SHALL HAVE APPROVED
RUBBER GASKET SYSTEM.

VAULT SHALL BE DESIGNED AND STAMPED BY A REGISTERED STRUCTURAL ENGINEER. VAULT SHALL BE DEISGNED
FOR HS—20 TRAFFIC LOADINGS, MINIMUM.

ALL METAL PARTS SHALL BE CORROSION RESISTANT.
GRAVITY DRAIN SHOULD BE SIZED TO EMPTY VAULT IN 4 HOURS.

PUMP STANDPIPE REQUIRED IF VAULT IS NOT EQUIPPED WITH GRAVITY DRAIN. TO ENABLE VAULT TO BE DRAINED
FOR MAINTENANCE OPERATIONS, ONE STANDPIPE IS REQUIRED FOR EVERY 35,000 CF OF DEAD STORAGE. SEE
SUMP WITH RISER PIPE DETAIL.

PROVIDE LADDER RUNGS IMMEDIATELY ADJACENT TO ALL INLET/OUTLET PIPES.
ALL INLETS MUST DISCHARGE UPSTREAM OF UPPER BAFFLE.

. IF_ PROPOSED COVER IS GREATER THAN 1, THEN IT MUST BE 2.5' MINIMUM AND ACCESS MUST BE 48" ECCENTRIC

CONE, SET OVER 24" DIAMETER ACCESS OPENING.

ALL PIPES SHALL BE PERPENDICULAR TO FACE OF VAULT.
APPLY NON—SHRINK GROUT TO INSIDE AND OUTSIDE OF ALL JOINTS, RINGS, RISER AND FRAMES.
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